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SANY TOWER CRANE

SFT321(T7526-16)

SFT321(T7526-16)
SANY TOWER CRANE

No. Name Shape L(m) B(m) H(m) Unit weight (t) Qty.

11 Strengthen
Section assembling 5.51 1.67 2.45 4.7 1

12 Hook 1.27 0.62 2.18 0.76 1

13 Slewing
assembly 4.6 3.77 3.84 10.45 1

14 Trolley assembly 2.27 2.16 1.5 0.62 1

15 Counter- jib
sectionⅠ 5.32 1.55 1.02 1.49 1

16 Counter- jib
sectionⅡ 6.26 1.55 1.09 1.96 1

17 Counter- jib
Section Ⅲ 7.37 1.51 1.07 2.29 1

18 Basic 
section 7.81 2.09 2.09 5.22 2

19 Standard
section 3.31 2.13 2.13 1.89 14

20 Climbing
frame 7.67 2.61 2.91 2.91 1

■ Packing List
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SFT321(T7526-16)
SANY TOWER CRANE

No. Name Shape L(m) B(m) H(m) Unit weight (t) Qty.

1 The tip of jib 1.71 0.86 1.36 0.15 1

2 Jib systemⅠ 10.26 1.67 2.56 4.84 1

3 Jib system Ⅱ 10.26 1.46 2.43 3.47 1

4 Jib system Ⅲ 10.37 1.46 2.48 2.75 1

5 Jib system Ⅳ 5.33 1.46 2.45 1.14 1

6 Jib system Ⅴ 10.28 1.46 2.43 1.67 1

7 Jib system Ⅵ 10.23 1.46 1.95 1.3 1

8 Jib system Ⅶ 5.18 1.46 1.91 0.53 1

9 Jib system Ⅷ 5.15 1.46 1.88 0.4 1

10 Jib system Ⅸ 10.12 1.46 1.88 0.67 1

■ Packing List
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Range Max. lifting capacity 2.50 18.00 20.00 23.00 25.00 28.00 30.00 33.00 35.00 38.00 40.00 43.00 45 

75
2.5m-33.14m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.48 6.75 6.32 5.76 5.43 
2.5m-18.31m/16t 16.00 16.00 14.42 12.23 11.07 9.65 8.87 7.87 7.31 6.58 6.15 5.59 5.26 

70
2.5m-36.03m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.49 7.03 6.42 6.05 
2.5m-19.86m/16t 16.00 16.00 15.87 13.48 12.21 10.67 9.81 8.74 8.12 7.32 6.86 6.25 5.89 

65
2.5m-37.51m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.87 7.39 6.75 6.38 
2.5m-20.66m/16t 16.00 16.00 16.00 14.12 12.80 11.19 10.30 9.18 8.54 7.71 7.22 6.59 6.21 

60
2.5m-38.98m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.75 7.09 6.70 
2.5m-21.45m/16t 16.00 16.00 16.00 14.76 13.39 11.71 10.79 9.62 8.95 8.09 7.58 6.92 6.53 

55
2.5m-40.29m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.38 6.98 
2.5m-22.16m/16t 16.00 16.00 16.00 15.32 13.91 12.17 11.22 10.01 9.32 8.42 7.90 7.22 6.81 

50
2.5m-42.30m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.84 7.41 
2.5m-23.24m/16t 16.00 16.00 16.00 16.00 14.70 12.88 11.88 10.60 9.88 8.94 8.39 7.67 7.25 

45
2.5m-42.69m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 7.93 7.50 
2.5m-23.46m/16t 16.00 16.00 16.00 16.00 14.86 13.02 12.01 10.72 9.99 9.04 8.49 7.76 7.33 

40
2.5m-42.73m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 
2.5m-23.47m/16t 16.00 16.00 16.00 16.00 14.88 13.03 12.02 10.73 10.00 9.05 8.50 

35
2.5m-42.69m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 8.00 
2.5m-24.43m/16t 16.00 16.00 16.00 16.00 15.58 13.66 12.60 11.26 10.50 

30
2.5m-42.69m/8t 8.00 8.00 8.00 8.00 8.00 8.00 8.00 
2.5m-24.26m/16t 16.00 16.00 16.00 16.00 15.46 13.55 12.50 

Range Max. lifting capacity 48 50 53 55 58 60 63 65 68 70 73 75 

75
2.5m-33.14m/8t 4.98 4.72 4.36 4.14 3.84 3.65 3.40 3.25 3.03 2.90 2.72 2.60 
2.5m-18.31m/16t 4.82 4.55 4.19 3.97 3.67 3.49 3.24 3.08 2.87 2.73 2.55 2.43 

70
2.5m-36.03m/8t 5.57 5.28 4.89 4.65 4.32 4.12 3.85 3.68 3.44 3.30 
2.5m-19.86m/16t 5.40 5.11 4.72 4.48 4.15 3.95 3.68 3.51 3.28 3.13 

65
2.5m-37.51m/8t 5.87 5.57 5.16 4.91 4.57 4.36 4.08 3.90 
2.5m-20.66m/16t 5.70 5.40 4.99 4.74 4.40 4.19 3.91 3.73 

60
2.5m-38.98m/8t 6.17 5.85 5.43 5.17 4.82 4.60 
2.5m-21.45m/16t 6.00 5.69 5.26 5.00 4.65 4.43 

55
2.5m-40.29m/8t 6.43 6.11 5.67 5.40 
2.5m-22.16m/16t 6.27 5.94 5.50 5.23 

50
2.5m-42.30m/8t 6.84 6.50 
2.5m-23.24m/16t 6.67 6.33 

■ Load diagrams

■ Mechanisms■ Load Capacity Diagram

Model Power Speed

Slewing OKH11D-18000 2×11kw 0~0.82r/min

Trolley OKBF16-75 7.5kw 0~94m/min

Hoisting OKQS67-40 67kw 0~129m/min
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■ Jib Length & Tip Load

■ Counter-jib Ballast
Boom

length (m)
Total weight of

counterweight (kg)
3950kg 

counterweight (blocks)
2950kg 

counterweight (blocks)
2000kg 

counterweight (blocks)
75 25700 4 2 2
70 24750 4 1 3
65 23700 4 2 1
60 22750 4 1 2
55 21700 4 2 0
50 19800 4 0 2
45 18750 4 1 0
40 15800 4 0 0
35 14800 3 1 0
30 12850 2 1 1

■ Masts
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R1 -2632 kN -3147 kN
R2 2020 kN 2631 kN

931kN

Tower: H20 & Basement: FTR

R1 -1372 kN - 1590 kN
R2 -209 kN

991 kN

Tower: H20 & Basement: TTR

R1 -1526 kN -1590 kN
R2 -108 kN -351 kN

991 kN

Tower: H20 & Basement: RTL

-351 kN
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